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Omikron CallHelp 500TXBTTN knop* 
 
Technische gegevens:  
 
Voltage 12VDC 23A 55/65Mah batterij. 
  
Frequentie: UHF 433.92Mhz.  
 
Output power 10mw. 
 
Standby stroomverbruik  3uA. 
 
Zenden stroomverbruik en LED <120MAh. 
 
Vervang ieder jaar de batterij op voorhand. 
 
Druk op de knop om zender te activeren. Zie 500RX 
om aan te melden. 
  
*Voor gebruik met Omikron CallHelp 400RX / 500RX / 
400RP / 500RP en Alpha Numerieke Tekst 
Boodschappen. 
 
Niet waterdicht, Garantie 1 jaar op fabrieksfouten. 
Bij valschade, schermbreuk, openen, aanpassen of 
ondeskundig gebruik vervalt de garantie. 
 

 

                          Conformiteitverklaring 
 
Hierbij verklaren wij dat het volgende product: 
 
Omikron CallHelp 500TXBTTN draadloze knop 
 
aan alle productnormen, keuringen en veiligheidseisen volgens    

de EU richtlijnen  Directive 2014/53/EU (RED) voldoet. 
 
Product omschrijving:               HF draadloze zendknop 
ID Markering:  500TXBTTN      Class 1 Equipment 
 
Toegepaste normeringen: 
2014/53/EU European Radio Equipment Directive (RED) 
2011/65/EU Restriction of Hazardous Substances (RoHS) 
and the following harmonized European standards are applied:  
 
Health and safety: EN 60 950-1:2006 + A11:2009 + A1:2010 + 
A12:2011 + AC:2011 + A2:2013 Electromagnetic compatibility:   
EN 301 489-1 : V2.1.1 EN 301 489-3 : V1.6.1 Use of the radio 
frequency spectrum: EN 300 220-2 : V3.1.1 Assessment of 
hazardous substances: EN 50581:2012 
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Omikron CallHelp 500TXBTTN remote* 
 
Technical data:  
 
Voltage 12VDC 23A battery. 
  
Frequentie: UHF 433.92Mhz.  
 
Output power 10mw. 
 
Standby current  3uA. 
 
Transmitting current and LED <120MAh. 
 
Replace every year battery even if not empty. 
 
Press button to activate transmitter. See manual 
500RX to activate button. 
 
*For use with Omikron CallHelp 400RX / 500RX / 
400RP / 500RP and Alpha Numeric Text messages. 
 
Non waterproof, waranty 1 year factory faults. 
Damage by impact force and broken from 
modifications or from wrong use is not covered and 
excluded from waranty. 
 

 

                          Conformity Statement 
 
We hereby declare that the following product: 
 
Omikron CallHelp 500TXBTTN remote button 
 
Meets all product regulations, tests and safety regulations 
according EU Directive 2014/53/EU (RED). 

 
Product description:               HF remote RF transmitter 
ID Marking:  500TXBTTN      Class 1 Equipment 
 
Used regulations: 
2014/53/EU European Radio Equipment Directive (RED) 
2011/65/EU Restriction of Hazardous Substances (RoHS) 
and the following harmonized European standards are applied:  

 
Health and safety: EN 60 950-1:2006 + A11:2009 + A1:2010 + 
A12:2011 + AC:2011 + A2:2013 Electromagnetic compatibility:   
EN 301 489-1 : V2.1.1 EN 301 489-3 : V1.6.1 Use of the radio 
frequency spectrum: EN 300 220-2 : V3.1.1 Assessment of 
hazardous substances: EN 50581:2012 
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